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LAKE SUNAPEE

146 LF

Tax Map 135 Lot 11
PHILIP and JILL MILLER
PO Box 1280
New London, NH 03257
MCR 3353-1171, 2012

EDGE WETLANDS DE
IN 2014 BY J.SISSON

NEATED

all

1200 SF OF TEMPORARY DISTURBANCE
FOR UNDERGROUND UTILITY TRENCHING

Tax Map 136 Lot 7
CARR LAND HOLDINGS LLC

Legend

Existing Building E;(éﬁating Unaltered
Existing Drive Temporary Impact
Silt Fence

CULVERT REPLACEMENT AREA

NOTES

- NO ADDITIONAL IMPERVIOUS AREAS WILL BE INTRODUCED
WITHIN THE 250' NHDES SETBACK.

- SURVEY INFORMATION BY PENNYROYAL HILL LAND
SURVEYING & FORESTRY, CROYDON, NH.

-THIS PLAN SHALL NOT BE CONSTRUED AS A COMPLETE
SURVEY OF THE PROPERTY, AND HAS BEEN DEVELOPED
SOLELY FOR THE PURPOSE OF THE PBN. FURTHER SURVEY
WORK MAY BE NEEDED FOR FUTURE WORK WITHIN THE 250
SHORELAND SETBACK.

Philip and Jill Miller
74 Pike Brook Road
New London, NH

(603)456-3678

PELLETTIERI
ASSOCIATES,
INC.

LANDSCAPE ARCHITECTURE, CONSTRUCTION & FINE GARDENING

169 KEARSARGE MOUNTAIN ROAD
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INSTALL 3/4"-1" STONE UPHILL OF SILT
FENCE TO A DEPTH OF APPROX. 8"
20" MIN WHERE SILT FENCE CANNOT BE

/ EMBEDDED INTO THE GROUND, LAY
1
FLow,_

810" OF THE SKIRT UPHILL AND COVER
EMBED FILTER CLOTH /(J; 16" MIN
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UNDISTURBED GROUND

WTH THE STONE
MIN. 8” INTO GROUND

SWQPA Proposed Conditions

Miller Residence

CONSTRUCTION NOTES FOR FABRICATED SILT FENCE MAINTENANCE REQUIREMENTS -
1. FILTER CLOTH TO BE FASTENED SECURELY TO FENCE 1. INSPECT SILT FENCES IMMEDIATELY AFTER EACH RAINFALL [&]
POST WMITH TIES AT TOP, MID SECTION AND BOTTOM. AND DAILY DURING PROLONGED RAINFALL. ANY NECESSARY ()]
REPAIRS SHALL BE MADE IMMEDIATELY. = ()]
2. WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH e '.__,
OTHER, THEY SHALL BE OVERLAPPED BY 6 INCHES, 2. IF THE FABRIC ON A SILT FENCE SHOULD DECOMPOSE OR o o —
FOLDED STAPLED. BECOME INEFECTIVE DURING THE EXPECTED LIFE OF THE FENCE, l—
THE FABRIC SHALL BE REPLACED PROMPTLY.
3. MAINTENANCE SHALL BE PERFORMED AS NEEDED TO
PREVENT "BULGES”™ IN THE SILT FENCE DUE TO 3. SEDIMENT DEPOSITS SHOULD BE REMOVED WHEN THEY Job NO_
DEPOSITION OF SEDIMENT. REACH APPROXIMATELY ONE—EIGHTH THE HEIGHT OF
THE BARRIER.
4. SEDIMENT DEPOSITS THAT ARE REMOVED OR LEFT IN PLACE
AFTER THE FABRIC HAS BEEN REMOVED SHALL BE GRADED
TO CONFORM WITH THE EXISTING TOPOGRAPHY AND VEGETATED. Scale
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