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NOTES:

1)  OWNER OF RECORD/APPLICANT:

MICHAEL CRAVEN
18 ALPHA ROAD
CHELMSFORD, MA 01824

2) TAX MAP 126 BLOCK 9
LOT AREA: +38,800 SF
+0.89 AC

PARCEL IS IN THE R2 ZONING DISTRICT

FRONT SETBACK: 25

SIDE SETBACK: AGGREGATE OF 50’

REAR SETBACK: 15°

SHORELAND OVERLAY DISTRICT

LAKE REFERENCE LINE SETBACK: 50’

WATERFRONT BUFFER (50" FROM LAKE REFERENCE

LINE) STRUCTURE SETBACK: 10’

MAX IMPERVIOUS LOT AREA: 207%
OR 30% W/ STORMWATER MGMT PLAN

3) DEED REF. BK. 3485 PG. 67

(71) UTILITY POLE/GUY WIRE
B e o BOUNDARY MONUMENTATION: EXISTING IMPERVIOUS AREA CALCS
EXISTING CONDITIONS
PHOTO LOCATION SHORELAND SETBACK
0-50' 50-150' 150-250" TOTAL
EXISTING IMPERVIOUS AREA Driveway 0 1,236 2,887 4,123
WITHIN PROTECTED SHORELAND
House 43 2,974 995 4,012
EXISTING UNALTERED AREA Carages & Sheds 0 817 0 817
WITHIN WOODLAND BUFFER Vol &
50'—150' = +1,516 S.F. yss 359 417 0 776
Decks
TOTAL IMPERVIOUS AREA
TREE LEGEND: POST-CONSTRUCTION 402 5444 3,882 9.728
TOTAL AREA 6,670 13,154 13,125 32,949
CONIFEROUS TREE s
DIA INDICATED 4
IMPERVIOUS 29.5

DECIDUOUS TREE
DIA INDICATED

INOS
<

TAX MAP 129 BLOCK 9 VEGETATED BUFFER SCORECARD - NEW LONDON TAX MAP 129 BLOCK 9 VEGETATED BUFFER SCORECARD - NHDES SYSTEM
EXISTING CONDITIONS - PRE DEVELOPMENT EXISTING CONDITIONS - PRE DEVELOPMENT
CELL1 CELL2 CELL3 CELL1 CELL2 CELL3
QUA QUAN QUA QUA QUA QUA
DN | points | RN | poinTs | RN | poiNTs SN | PoinTs | 95N | poinTs | N | PoINTS
TREES TREES
1-6" CAL. (1 POINT/TREE) 15 15 1 1 4 4 1—3" CAL. (1 POINT/TREE) 11 11 1 1 2 2
6—12" CAL. (5 POINTS/TREE) 6 30 2 10 0 0 3-6" CAL. (5 POINTS/TREE) 4 20 0 0 2 10
>12" CAL. (10 POINTS/TREE) 6 60 5 50 3 30 6—12" CAL. (10 POINTS/TREE) 6 60 2 20 0 0
12-24" CAL. (15 POINTS/TREE) 3 45 4 60 2 30
TOTAL POINTS - EXISTING VEGETATION 105 61 34 .
>24”" CAL. (25 POINTS/TREE) 3 75 1 25 1 25
RVEY NOTE
SU OTES QUAN QUAN QUAN
SHRUBS & GROUNDCOVERS (N sQ. (IN sQ. (IN sQ.
FT.) FT.) FT.)
1. THE INTENT OF THIS PLAN IS TO SHOW EXISTING SITE CONDITIONS AT 81 LIGHTHOUSE VIEW
ROAD IN NEW LONDON, NEW HAMPSHIRE. SHRUB AREA (1 POINT/4 SQ. FT.) 0 0 0 0 0 0
2. TOPOGRAPHIC AND PLANEMETRIC INFORMATION IS BASED ON TOPOGRAPHIC MAPPINGS GROUNDCOVER (1 POINT/50 SQ. FT.) 1520 | 30 460 9 82 2
CONDUCTED BY LAKE SUNAPEE SURVEY, 2 BELL COVE ROAD, NEWBURY, NH 03255.
3. PROPERTY LINES SHOWN HERE ARE BASED ON A BOUNDARY SURVEY BY LAKE SUNAPEE MAX TOTAL SHRUBS/GROUNDCOVERS (MAX 25 25 9 9
SURVEY, 2 BELL COVE ROAD, NEWBURY, NH 03255. CLD ENGINEERS, INC. HAS NOT POINTS ALLOWED)
PERFORMED ANY BOUNDARY OR TOPOGRAPHIC SURVEYS. THE PROPERTY LINES,
EASEMENTS AND OTHER REAL PROPERTY DESCRIPTIONS PROVIDED ON THIS PLAN DO NOT
DEFINE LEGAL RIGHTS OR MEET LEGAL REQUIREMENTS FOR A LAND SURVEY AS TOTAL POINTS - EXISTING VEGETATION 236 115 69
DESCRIBED IN NH STATUTES, AND SHALL NOT BE USED AS THE BASIS OF ANY LAND
TRANSFER OR ESTABLISHMENT OF ANY PROPERTY RIGHT.
4. UTILITES SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL UTILITIES LOCATED
UPON OR ADJACENT TO THE SURVEYED PREMISES. EXISTING UTILITY LOCATIONS ARE
APPROXIMATE ONLY. THE CONTRACTOR SHALL FIELD VERIFY ALL UTILITY CONFLICTS. ALL
DISCREPANCIES SHALL BE REPORTED TO THE ARCHITECT, OWNER, AND ENGINEER.
5. THE CONTRACTOR SHALL CONTACT DIG SAFE (888—344—7233) A MINIMUM OF AT LEAST 3 OVERHEAD WIRES Wity J28 RS
BUSINESS DAYS (72 WORKING HOURS) PRIOR TO ANY CONSTRUCTION. EASEMENT RECORDED CUNNINGHAM
VOL. 440 PG. 349 93 LIGHTHOUSE VIEW ROAD,
NEW LONDON, NH 03257
PROPERY LINE EX. HOUSE BOOK 1496 PAGE 885
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IRENE B. CRUICKSHANK FAMILY
STATE QTIP TRUST
2453 KINGSTOWN ROAD,
THE LOCATION OF ANY UTILITY KINGSTON, RI 02881
S S
NO CLAIM TO THE ACCURACY OR GRAPHIC SCALE AS
COMPLETENESS OF UTILITIES SHOWN. 15—0216
72 HOURS PRIOR TO ANY EXCAVATION 20 0 10 20 40 &0 SHOWN
8 ON SITE, THE CONTRACTOR SHALL
g CONTACT DIG—SAFE AT
N 1-888-DIG—SAFE. DATE: DWG. NO.
( IN FEET )
PHOTO E: FRONT LAWN AREA LOOKING NORTHWEST PHOTO F: THE NORTH SIDE OF THE EXISTING BUILDING CONTACT DIG SAFE 72 HOURS 1 inch = 20 feet. AHHH Nov., 2015 | EX SL
FACING THE LAKE PRIOR TO CONSTRUCTION 15—0216 CRAVEN.DWG
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LEGEND: NOTES: n
1) OWNER OF RECORD/APPLICANT: TAX MAP 129 BLOCK 9 VEGETATED BUFFER SCORECARD - !
o E @)
APPROXIMATE PROPERTY LINE MICHAEL CRAVEN NEW LONDON TAX MAP 129 BLOCK 9 VEGETATED BUFFER SCORECARD - NHDES SYSTEM . w,‘%egs‘a“ @ I
SETBACK LINE 18 ALPHA ROAD EXISTING CONDITIONS - PRE DEVELOPMENT y- o o
CHELMSFORD, MA 01824 PROPOSED CONDITIONS - POST DEVELOPMENT Q.
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EDGE OF GRAVEL/EDGE OF PAVEMENT LOT AREA: +38.800 SF CELL1 CELL2 CELL3 CELL1 CELL?2 CELL3 "ol =
= « = « = REFERENCE LINE £0.89 AC % <
QN | poinTs | SN | points | SN | poiNTS AN points | QPN | poinTs | N | poiNTs N S
EDGE OF WATER PARCEL IS IN THE R2 ZONING DISTRICT : : : : : : il
FRONT SETBACK: 25 A "ear g ges T
| , TREES TREES SITE SE
EXISTING BUILDING SIDE SETBACK: AGGREGATE OF 50 - " ©
ROOF OVERUANG REAR SETBACK: 15’ 1-6" CAL. (1 POINT/TREE) 15 15 1 1 4 4 1-3" CAL. (1 POINT/TREE) 11 11 1 1 2 2 B
6—12" CAL. (5 POINTS/TREE) 6 30 2 10 0 0 3—6" CAL. (5 POINTS/TREE) 4 20 0 0 2 10 = =
)
DECK/DOCK SHOREALQEDRSIE‘/I—I:ES;QEEDELElCSTETB ACK: 50" >12" CAL. (10 POINTS/TREE) 6 60 4 40 3 30 6—12" CAL. (10 POINTS/TREE) 6 60 2 20 0 0 2 -
. X
YT Y Y TREELINE ; 12-24”" CAL. (15 POINTS/TREE) 3 45 3 45 2 30 3 o |
WATERFRONT BUFFER (50" FROM LAKE REFERENCE TOTAL POINTS - EXISTING VEGETATION 105 51 34 . Sl !
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o 2
P
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EDGE OF BOULDER/ 5 0 EE s
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Q, UTILITY POLE/GUY WIRE GROUNDCOVER (1 POINT/50 SQ. FT.) 1520 | 30 460 9 82 2 ke %
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PERVIOUS PATIO W/ STONE STORMWATER RESERVOIR, =&
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DIA INDICATED & 7, PROPOSED
\ 7 % 0 SEPTIC TANK LEACHSIEIIDE-ES 5"X5" MARBLE BOUND
(:} DECIDUOUS TREE — \__ o B WOODEN FENCE WITH PUMP 3
DIA INDICATED . 08"\ i o 72
i \ yx Al OO C \
EDGE OF WATER ,’ % /247 CELLL \ ) o E S —_— NN \
IMPERVIOUS AREA CALCS J o) 7 i/ RE g S S T = —\—
o . N | \ ) H/71 > S \ —
: . 2-1 ( ( B - — A 2 ]
SHORELAND SETBACK // 18 8" N / . T - G
e
DOCK / NN\ o9 L \
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. . LKWAY 3 i -
Driveway 0 1,189 1,801 2,990 4,123 AN ( 2 | § | FFE = ”O\ﬁ\i\ /gﬁf\\i‘ \ -
N\ / N 1108.4 o e A % 3
House, Porches & . ‘ I @ T\ QA\ -\ :
Garage 0 3,823 437 4,260 4,012 PERVIOUS WALKWAY WITH 16 \\ 11 < \ A( \\\\ ; \& = \ % 2 2 <
FOOTING DRAIN OUTLET \ 1107.0F1109.0] — 1590 = 2\ O\ 1126 =z ~
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1. THE INTENT OF THIS PLAN IS TO SHOW EXISTING SITE CONDITIONS AT 81 LIGHTHOUSE VIEW ELEV. 1093.15 —_— : 775 = = (] N
ROAD IN NEW LONDON, NEW HAMPSHIRE. (REFERENCE LINE) A 7, T AT CLEANOUT < < =

2. TOPOGRAPHIC AND PLANEMETRIC INFORMATION IS BASED ON TOPOGRAPHIC MAPPINGS O ™ INV=1103.0 o O
CONDUCTED BY LAKE SUNAPEE SURVEY, 2 BELL COVE ROAD, NEWBURY, NH 03255. BIPE SHALL FOLLOW PEFR?/?OTIUNSG E\m_IE - oz oz

WOODEN . . —

3. PROPERTY LINES SHOWN HERE ARE BASED ON A BOUNDARY SURVEY BY LAKE SUNAPEE AND OUTLET NEAR DOCK (TYP) DECK WALKWAY f 3‘ —_ BARK MULCH oz T - <
SURVEY (LSS), 2 BELL COVE ROAD, NEWBURY, NH 03255. CLD ENGINEERS, INC. HAS NOT STONE & CONC. RETAINING WALL ; : —_—
PERFORMED ANY BOUNDARY OR TOPOGRAPHIC SURVEYS. THE PROPERTY LINES, ‘ — 10 WIDE =z Y%
EASEMENTS AND OTHER REAL PROPERTY DESCRIPTIONS PROVIDED ON THIS PLAN ARE 5"%5" MARBLE BOUND YARD DRAIN . —_ SHOULDER ; = =
REFERENCED FROM INFORMATION PROVIDED BY LSS. THIS PLAN DOES NOT DEFINE LEGAL ., RIM=1106.8 EX. HOUSE INSTALL CONCRETE > = )
RIGHTS OR MEET LEGAL REQUIREMENTS FOR A LAND SURVEY AS DESCRIBED IN NH UP 6 INV_OUT= 1103.6 WELL TILE AND O .10 o 4
STATUTES, AND SHALL NOT BE USED AS THE BASIS OF ANY LAND TRANSFER OR ) GRADE WELL FLUSH APPROXIMATE NAaa! O
ESTABLISHMENT OF ANY PROPERTY RIGHT. 50" WATERFRONT BUFFER \ WITH GROUND PROPERTY LINE o 3 - Zz' 5

4. UTILITES SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL UTILITIES LOCATED = 5"X5” MARBLE BOUND W2 e Xe o
UPON OR ADJACENT TO THE SURVEYED PREMISES. EXISTING UTILITY LOCATIONS ARE - , DOWN 14” < - L Ll
APPROXIMATE ONLY. THE CONTRACTOR SHALL FIELD VERIFY ALL UTILITY CONFLICTS. ALL 150" NATURAL WOODLAND BUFFER L < wn e
DISCREPANCIES SHALL BE REPORTED TO THE ARCHITECT, OWNER, AND ENGINEER. - - EX. WELL =~ > o))

5. THE CONTRACTOR SHALL CONTACT DIG SAFE (888-344-7233) A MINIMUM OF AT LEAST 3 , X L = a T
BUSINESS DAYS (72 WORKING HOURS) PRIOR TO ANY CONSTRUCTION. 250" SHORELAND BUFFER < O oOown

-
o
G SA
O\ 5 NOTE: MAP 126 LOT 8 / o o
H . CONTRACTOR SHALL INSTALL 2 FT WIDE STONE DRIPEDGES ALONG ALL ROOF IRENE B. CRUICKSHANK FAMILY
% LINES AND VALLEYS TO PREVENT EROSION AND ENCOURAGE INFILTRATION — 24§;ALENSST'TF(’)WT§UF§CT)AD
SEE DETAIL SHEET KINGSTON, Rl 02881
THE LOCATION OF ANY UTILITY BOOK 3240 PAGE 0157 _
INFORMATION SHOWN ON THIS PLAN IS SCALE:  |[PROJECT NO.
APPROXIMATE.  CLD ENG. INC. MAKES GRAPHIC SCALE AS
, NO CLAIM TO THE ACCURACY OR 15-0216
| ¥ 9. COMPLETENESS OF UTILITIES SHOWN. 20 0 10 20 40 80 SHOWN
2 /W) 5 72 HOURS PRIOR TO ANY EXCAVATION S
< , / ON SITE, THE CONTRACTOR SHALL g
o, - CONTACT DIG—SAFE AT § -
s b 7 1-888—DIG—SAFE. ) ( IN FEET ) DATE: DWG. NO.
o, L N
D b AW 1 inch = 20 feet. NOV.. 2015
CONTACT DIG SAFE 72 HOURS 150218 CRAVEN%ngé ' PSLC
PRIOR TO CONSTRUCTION :
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1.1/2°x 1 1/2”x 4’ WOOD
STAKE OR APPROVED EQUAL

SILT FENCE MIRAFI 100X
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T

WORK
AREA /‘
20" MIN [ m
/— w N
N PROTECTED
FLOW__ AREA
Ak

TOP OF GROUND

Y
} |
| :| UNDISTURBED GROUND
6" MIN

| || 16" MIN

PLACE 4" OF FABRIC Nl
ALONG TRENCH AWAY

FROM PROTECTED AREA
BACKFILL AND TAMP

Silt Fence Barrier

N.T.S.

MIN. 6” OF 3 CRUSHED AGGRAGATE GRAVEL
COMPACTED BASE

MIN. 6” OF WASHED 1-1/2" STONE
FOR SUBBASE/RESERVOIR
PLASTIC EDGE RESTRAINT
SLOPE BACKFILL AWAY

PERMEABLE PAVER STONES
3/8" WASHED STONE, 2" BELOW
& BETWEEN JOINTS OF PAVERS

WALK SURFACE

BN | B
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- ~

&

7 \—UNCOMPACTED NATIVE SOIL

\—BUILDING PERIMETER DRAIN
PIPE OUTLET TO FOLLOW
WALK — DAYLIGHT PIPE
OUTLET NEAR DOCK AREA

4 OZ. NON—WOVEN 2
GEOTEXTILE FABRIC

PERMEABLE WALK NOTES:

KEEP SURFACE CLEAN OF LEAVES AND DEBRIS.
SWEEP ON A ROUTINE BASIS. PERFORM IN DRY WEATHER TO REMOVE ENCRUSTED SEDIMENT.

REMOVE SNOW PROMPTLY. USE SAND AND DEICING CHEMICALS SPARINGLY.
JOINTS: REPLENISH STONE AS NEEDED. REMOVE VEGETATION.
REPLACE BROKEN PAVERS AS NEEDED TO ENSURE STRUCTURAL INTEGRITY OF SURFACE.

oorUNE

Permeable Paver Driveway/Patio
N.T.S.

PERFORATED PVC OBSERVATION
WELL WITH THREADED BRASS
COVER FLUSH WITH SURFACE

NON—WOVEN 4 OZ. FILTER FABRIC

DRAIN OUTLETS AS
NOTED PLAN

12"x12" STONE TO SURFACE

DRYWELL ALLOWED TO
OVERFLOW DOWNHILL

ogold [og ALONG LEVEL LIP
OO O OO
OO (OB N OO
0500 [og
OOCJ 045
05054 [og
OO O OOO
%09 Loy NATIVE BACKFILL SOIL, IF
900 O_ﬁoo . ADEQUATE FOR INFILTRATION
09 0P o680 PN -
S (3 3/4” WASHED STONE
WATER ALLOWED TO //\\// //\4%\&/\ X,
INFILTRATE INTO THE N
GROUNDWATER SEE PLAN
NOTES:

1. MIN. 10’ SEPARATION TO BUILDING FOUNDATION.
2. INLET PIPE TO EXTEND MIN. 12" ONTO DRY WELL STONE

Dry Well
o\G SAFs N.T.S.

THE LOCATION OF ANY UTILITY
INFORMATION SHOWN ON THIS PLAN IS
APPROXIMATE. CLD ENG. INC. MAKES
NO CLAIM TO THE ACCURACY OR

L y & COMPLETENESS OF UTILITIES SHOWN.
= , 7\ / g 72 HOURS PRIOR TO ANY EXCAVATION
. ' ON SITE, THE CONTRACTOR SHALL
CONTACT DIG—SAFE AT
1—888—DIG—SAFE.

5 DIg

M0 pay AW

CONTACT DIG SAFE 72 HOURS
PRIOR TO CONSTRUCTION

~=—MIN 24" —=i

SEE GRADING PLAN FOR FINAL
FINISH GRADE ELEVATIONS.
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REQ'D ; WRAP STONE
z
=
©

6” DIA. SDR—35 PERFORATED
PIPE (PERF. DOWN)

2" MIN.

Stone Drip Edge & Perimeter Drain

DO NOT PRESSURE WASH AS WATER JET CAN DRIVE RESIDUE INTO THE BED AND BASE BELOW.

N.T.S.
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~ Lz i

SEE GRATE ABOVE
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VS 70 B < VS
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\ .AZ 36" :A
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CONFORM TO ASTM ¢ EXISTING SUBGRADE
C478 J o /_
5 o g Y | CRUSHED STONE BASE

12"MIN. BEDDING

Basin Outlet Structure

N.T.S.

MANUFACTURED PAVER
OR NATURAL FLAT STONE

%" WASHED STONE BETWEEN
JOINTS OF PAVERS .
%" WASHED ANGULAR STONE

17—3" SPACING

PATIO WALL

- o] »H<7 —2" MINIMUM
4 .. d ) q 4 \4 SR : i |
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W i S . ' L9 A . . SR : |
g ---/.// - /// S e *
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xE \ \
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\ Al - SAND OR
g il lGFleAlNU£_Fn_L
/i ‘/—?/——/ == T | |
I H—h
L NN AN N N N NI WA
(- —j. ] STRUCTURAL BACKFILL N N /\\ /\\
%‘ 5\OR GRANULAR MATERIAL SRS
\ &5 S FABRIC 4 02 NONWOVEN WIth EXISTING.
l N 3/4" WASHED ANGULAR STONE GROUND
Fou?géﬂﬁg AN 1(MIN) —PERFORATED FOUNDATION DRAIN

N PIPE
AN

COMPACTED STRUCTURAL
FILL (HEIGHT VARIES)

PERVIOUS PATIO GENERAL NOTES:

Hon =

SURFACE MAY BE MANUFACTURED PERVIOUS PAVERS OR NATURAL STONE AS DETERMINED BY THE OWNER.
FOLLOW ALL MANUFACTURER'S RECOMMENDATIONS AND INSTALLATION GUIDELINES.

SPACING BETWEEN PAVERS SHALL BE AS SPECIFIED BY THE MANUFACTURER.

PITCH SUBGRADE AND EACH LAYER OF SELECT MATERIAL AWAY FROM FOUNDATION WALLS TOWARD THE
STONE WALL.

PERVIOUS PATIO MAINTENANCE NOTES:

ook uN=

KEEP SURFACE CLEAN OF LEAVES AND DEBRIS.

SWEEP ON A ROUTINE BASIS. PERFORM IN DRY WEATHER TO REMOVE ENCRUSTED SEDIMENT.
DO NOT PRESSURE WASH AS WATER JET CAN DRIVE RESIDUE INTO THE BED AND BASE BELOW.
REMOVE SNOW PROMPTLY. USE SAND AND DEICING CHEMICALS SPARINGLY.

JOINTS: REPLENISH STONE AS NEEDED. REMOVE VEGETATION.

REPLACE BROKEN PAVERS AS NEEDED TO ENSURE STRUCTURAL INTEGRITY OF SURFACE.

Pervious Fatio Detail

N.T.S.

T ZALE L7777 A

FINE BANK RUN GRAVEL
4" STONE MAXIMUM

NOTE:
TYPICAL DRIVEWAY IS 10’

TRAVEL WIDTH WITH 1" SHOULDERS.

* FILL SLOPE AS PER GRADING
PLAN

Driveway Detail

N.T.S.

AL
K
3" ASPHALTIC CONCRETE PAVEMENT
9"

6" of 3/4" CRUSHED GRAVEL — COMPACTED

P

15—-0216 CRAVEN.DWG

APPROVED:

CHECKED:

DESIGNED:

REVISION

DATE
DRAWN:
DLM

NO.

CONSULTING

D

ENGINEERS

[

28 Gates Street » Suite 100

White River Jct. VT 05001
(802) 698-0370 - Fax: (877) 895-4949

cld@cldengineers.com «www.cldengineers.com
Maine « New Hampshire «Vermont

Z N
Ll 0
Q -
> go
® 9F
[
U 1 < Q«
- 1 T
Ll 30
< <L
L 0 =
2 3
= o
:
3
(]
S
D&
o= I
— E .4
o>z 4
w o —
N 1
no! <
-0 Z' -
oo L
<T- 0O
= |:I—: =
20”
i
-
%)
SCALE:  |PROJECT NO.
AS 15—0216
SHOWN
DATE: DWG. NO.
Nov., 2015| DET




	EX COND.pdf (p.1)
	PROP SL.pdf (p.2)
	DETAILS.pdf (p.3)

